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32.768kHz Series
Tuning Fork Crystal Units

The 32.768kHz tuning fork crystal unit is the most widely used frequency control product. TAITIEN's tuning-
fork-type crystals have low power consumption ideal for portable application. Their different package sizes
provide the customers more choices for time management. TAITIEN’s tuning-fork-type crystals are cost
effective real time clock products.

Size(mm) 3x8 1x4 2x6 1.2x1 1.6x1 20x1.2 32x15 6.9x14 8.0x3.8
Package DIP DIP DIP SMD SMD SMD SMD SMD SMD
RoHS Yes Yes Yes Yes Yes Yes Yes Yes* Yes*
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ELECTRICAL SPECIFICATION

Nominal Frequency 32.768000 kHz

Mode of Vibration Fundamental
Storage Temp. Range (Tstr) -55°C ~+125 °C
Turnover Temperature (TM) 2545 °C
Temperature Coefficient (3) -(0.03+0.01) ppm/°C 2
Frequency vs. Temperature (Af /M) Bx (T-TM)? ppm
Series Resistance (R1) 65~90 KQ Max.

Level of Drive (DL) 0.1+0.01 uW Typ, 0.5 uW Max.
Aging (first year) (Af/ f0) +3 ppm Max.

Quality Factor (Q) 30000~60000 Typ.
Shunt Capacitance (C0) 3~7 pF Max.

Load Capacitance (CL) 6,7,9, 12.5 pF (Please contact us)
Frequency Tolerance(f_tol) +20 ppm @ 255 °C
Insulation Resistance 500 MQ Min. @ DC 100£15 V
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DIMENSION (mm) - XA / XB Type
E E : TYPE A 5 E F 6 H
| I [T s XA 30 | 3max | 80mox | 10#1 | 0.8:0.2 | #0.3007
O - i ! [ ‘*\o /1‘2 XB-N 2.0 2max | 6.0mox 5.0min | 0.720.2 | #0.28%0.05
T : = XB-J 1.0 1.2max | 4.6mox 5.7min | 0.3+0.05| 0184003

UNIT:mm

Note: not all combination of options are available. Other specifications may be available upon request.
www.taitien.com
Specifications subject to change without natice. sales@taitien.com.tw

Rev(9) 02/2025

21


B0711001
打字機
Rev(9) 02/2025


TAITIEN

Our Performance, Your Reputation

DIMENSION (mm) - XD Type SOLDER PAD LAYOUT (mm)
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DIMENSION (mm) - XD-1210 Type SOLDER PAD LAYOUT (mm)
1.27+0.03 0.35 0.52 0.31

#2 #1 #3 #4 ‘

0
§ @l C-0.15 S
T > .
5 ° . o!
- #2 N
> o
<
ﬁj - “ o
o
o |
#3 #4
DIMENSION (mm) - XN Type SOLDER PAD LAYOUT (mm)
L 8.81u1 | 4 #3
0.1 | 0.1 ¢ o
_H,m #ﬂ}' _L el 51 2
[ b L
#1 5 #1 #2 Lo P
s _1PA
3T 0 E N Nt
= i
il L*‘ -"| b3 2
= 4 04 =
+ Do not connect to external with #2 and #3
DIMENSION (mm) - XN Type SOLDER PAD LAYOUT (mm)

ST I D =
NN

os  os|| =
2| 09)

Note: not all combination of options are available. Other specifications may be available upon request.
www.taitien.com
22 Specifications subject to change without notice. sales@taitien.com.tw

Rev(9) 02/2025

3.8 Max

a?é
¥
1.9]1.3/1.9



B0711001
打字機
Rev(9) 02/2025




